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NOTES:  UNLESS OTHERWISE SPECIFIED
 
1.  DIMENSIONS IN MILLIMETERS
2.  ASSEMBLY USED TO MOLD THE OUTER CORNERS FOR 
     SPACEFRAME THE CENTRAL AND END SECTION (PART 21F658 AND 21F675)
3.  ASSEMBLY WEIGHS 130 Lbs.

5 1 OUTER VERTEX STIFFENER SILICONE MOLD INSERT
4 40 M8 X 1.25  SOCKET HD CAP X 50.8 LONG STEEL
3 21F710 1 PANEL OUTER CORNER MOLD INSERT
2 21F707 1 MOLD COVERPLATE
1 21F709 1 PANEL OUTER CORNER MOLD CAVITY
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DWG. TYPE SHOWN ON
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-
1 1SHEET OF

   DO NOT
SCALE PRINTS

21F708 4

THREADS ARE CLASS 2

REMOVE BURRS, WELD SPLATTER & LOOSE SCALE

CHAMFER ENDS OF ALL SCREW THREADS 30

CUT ROUND, 1.5 THREAD RELIEF ON MACHINED THREADS

BREAK EDGES .016 MAX. ON MACHINED WORK

IN ACCORDANCE WITH ASME Y14.5m & B46.1

ANGLES  30'

FINISH 1.6
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