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C6 OSP Top 20V
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Markers:

	Label
	Emissivity
	Background
	Average
	Std Dev
	Max
	Min

	Cold
	0.95
	19.0
	22.25
	0.00
	22.3
	22.3

	Hot
	0.95
	19.0
	33.00
	0.00
	33.0
	33.0

	P1
	0.95
	19.0
	32.81
	0.00
	32.8
	32.8

	P10
	0.95
	19.0
	30.06
	0.00
	30.1
	30.1

	P11
	0.95
	19.0
	29.81
	0.00
	29.8
	29.8

	P12
	0.95
	19.0
	29.56
	0.00
	29.6
	29.6

	P13
	0.95
	19.0
	24.13
	0.00
	24.1
	24.1

	P14
	0.95
	19.0
	23.88
	0.00
	23.9
	23.9

	P15
	0.95
	19.0
	24.06
	0.00
	24.1
	24.1

	P16
	0.95
	19.0
	23.56
	0.00
	23.6
	23.6

	P17
	0.95
	19.0
	22.44
	0.00
	22.4
	22.4

	P18
	0.95
	19.0
	22.44
	0.00
	22.4
	22.4

	P2
	0.95
	19.0
	32.56
	0.00
	32.6
	32.6

	P3
	0.95
	19.0
	32.44
	0.00
	32.4
	32.4

	P4
	0.95
	19.0
	32.69
	0.00
	32.7
	32.7

	P5
	0.95
	19.0
	31.88
	0.00
	31.9
	31.9

	P6
	0.95
	19.0
	31.56
	0.00
	31.6
	31.6

	P7
	0.95
	19.0
	29.81
	0.00
	29.8
	29.8

	P8
	0.95
	19.0
	29.88
	0.00
	29.9
	29.9

	P9
	0.95
	19.0
	30.13
	0.00
	30.1
	30.1


Info:

	File Location
	C:\Documents and Settings\Thomas Johnson\My Documents\Atlas\SQP\Opto Heater IR Images\C56\C56 OSP Top\C6 OSP Top 20V.is2

	Image Time
	28-Mar-07 10:25 AM

	Emissivity
	0.95

	Background Temp
	19.00 °C

	Image Range
	22.25 to 33.00 °C

	Average Temp
	24.62 °C

	Calibration Range
	0.00 to 100.00 °C

	Lens
	40948-1162, 20mm/F.8

	Camera S/N
	FLX.04.08.064


Notations:

Comments:

C6 OSP Top 20V.is2
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